
Model no. KIV-201C (Color) KIV-101 (B/W)
Power SMPS AC100V or  AC230V ±10% Trans AC 100V or AC230V ± 10%
Power consumption Max. 19W, Stand by 2W Max. 15W,   Stand by 1W
Assurance temperature 0℃ ~ +50℃
Communication systems One way hands free conversation
TFT LCD (CRT) 4 "  Color TFT LCD 4 " flat tube
Wiring 4wires in polarity 
Max. wiring distance ф 0.65 single cable : 50m, 5C-2V coaxial cable : 100m 
Mount type Surface mount
Dimension (mm) 237(W) x 199(H) x 39(D) 190(W) x 216(H) x 51(D)
Weight (approx. kg) 1.5kgs 1.6kgs

Camera connection KC-C60, KC-D31 (metal pinhole) KC-C61, KC-D30 (metal pinhole)

Specifications

■ 4" CRT B/W Handsfree VDP  
■ New & modern design 
■ Audio + video conversation with visitor
■ Door open function 
■ Upto 2 monitors & 1 camera connection 
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■ New & modern design 
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Door Camera 

KC-C61 (KIV-101)

Door Camera 

KC-C60 (KIV-201C)
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Door Camera 

KC-D31

DO-12 Digital Doorlock

Door Camera 

KC-D30

The product may include option or additional functions.
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